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Nuclear Regulatory Commission § 72.242 

fuel from a reactor site, transpor-
tation, and ultimate disposition by the 
Department of Energy. 

[64 FR 56126, Oct. 15, 1999, as amended at 65 
FR 50617, Aug. 21, 2000] 

§ 72.238 Issuance of an NRC Certifi-
cate of Compliance. 

A Certificate of Compliance for a 
cask model will be issued by NRC on a 
finding that the requirements in § 72.236 
(a) through (i) are met. 

§ 72.240 Conditions for spent fuel stor-
age cask reapproval. 

(a) The certificate holder, a licensee 
using a spent fuel storage cask, or the 
representative of a licensee using a 
spent fuel storage cask shall apply for 
reapproval of the design of a spent fuel 
storage cask. 

(b) The application for reapproval of 
the design of a spent fuel storage cask 
must be submitted not less than 30 
days prior to the expiration date of the 
CoC. When the applicant has submitted 
a timely application for reapproval, 
the existing CoC will not expire until 
the application for reapproval has been 
determined by the NRC. The applica-
tion must be accompanied by a safety 
analysis report (SAR). The new SAR 
may reference the SAR originally sub-
mitted for the approved spent fuel stor-
age cask design. 

(c) The design of a spent fuel storage 
cask will be reapproved if the condi-
tions in § 72.238 are met, and the appli-
cation includes a demonstration that 
the storage of spent fuel has not sig-
nificantly adversely affected struc-
tures, systems, and components impor-
tant to safety. 

[64 FR 56127, Oct. 15, 1999] 

§ 72.242 Recordkeeping and reports. 
(a) Each certificate holder or appli-

cant shall maintain any records and 
produce any reports that may be re-
quired by the conditions of the CoC or 
by the rules, regulations, and orders of 
the NRC in effectuating the purposes of 
the Act. 

(b) Records that are required by the 
regulations in this part or by condi-
tions of the CoC must be maintained 
for the period specified by the appro-
priate regulation or the CoC condi-

tions. If a retention period is not speci-
fied, the records must be maintained 
until the NRC terminates the CoC. 

(c) Any record maintained under this 
part may be either the original or a re-
produced copy by any state-of-the-art 
method provided that any reproduced 
copy is duly authenticated by author-
ized personnel and is capable of pro-
ducing a clear and legible copy after 
storage for the period specified by NRC 
regulations. 

(d) Each certificate holder shall sub-
mit a written report to the NRC within 
30 days of discovery of a design or fab-
rication deficiency, for any spent fuel 
storage cask which has been delivered 
to a licensee, when the design or fab-
rication deficiency affects the ability 
of structures, systems, and components 
important to safety to perform their 
intended safety function. The written 
report shall be sent to the NRC in ac-
cordance with the requirements of 
§ 72.4. The report shall include the fol-
lowing: 

(1) A brief abstract describing the de-
ficiency, including all component or 
system failures that contributed to the 
deficiency and corrective action taken 
or planned to prevent recurrence; 

(2) A clear, specific, narrative de-
scription of what occurred so that 
knowledgeable readers familiar with 
the design of the spent fuel storage 
cask, but not familiar with the details 
of a particular cask, can understand 
the deficiency. The narrative descrip-
tion shall include the following specific 
information as appropriate for the par-
ticular event: 

(i) Dates and approximate times of 
discovery; 

(ii) The cause of each component or 
system failure, if known; 

(iii) The failure mode, mechanism, 
and effect of each failed component, if 
known; 

(iv) A list of systems or secondary 
functions that were also affected for 
failures of components with multiple 
functions; 

(v) The method of discovery of each 
component or system failure; 

(vi) The manufacturer and model 
number (or other identification) of 
each component that failed during the 
event; 
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